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1. Identification of the substance/preparation and company
Product Name : Niacin, Nicotinic Acid, 3 — Carboxy Pyridine.
Molecular Formula : C¢HsNO,

Structural formula

- N L0 B
N\
O
Manufacturer Supplier : Pasons India Pvt. Ltd. A: ]‘
Registered Office : 8. New Jagruti. 227, S. V. Road, 7 ‘J
Bandra (W), Mumbai — 400 050. India. -
Telephone #: 91-22-26441728/26441729
Fax —91-22-26428131
E —Mail : info{@lasons.com
Web : www.lasons.com |
Factory Address : C-18, MIDC, Taloja, District — Raigad,
Maharashtra. India. |
Telephone #: 91-22-27410146/47 | |
Fax: - 91-22-27402359 CONTRQL " CQPY
E —Mail: lasons~india2005@rediffmaiI.0‘6’1;:7/ -
2. Composition/ Information on ingredients
Sr. B
No. Chemical CAS # EC# Purity
L. Niacin 59-67-6 200 -441-0 >99% |
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Product Uses: -

Niacin is used as a nutrient and/or dietary supplement in animal drugs, feeds, and related

products. Niacin is also used to prevent niacin deficiency and to treat pellagra.

3. Hazards Identification -
Acute Toxicity — Dermal: Category 5. .
Acute Toxicity — Inhalation: Category 5.
Skin Corrosion/Irritation: Category — 5.
Serious eye damage/eye irritant: Category 2B
Overview: - It is a crystalline white solid. It is odorless and soluble in water. It causes
irritation to the mucous membranes and upper respiratory tract.
WamingA!
Causes eye and skin irritation.
It may be harmful in contact with eyes and skin.
4.0 First — Aid Measures
Key symptoms
Acute effects:
e [t causes eye and skin irritation.
e [t causes irritation to the mucous membranes and upper respiratory tract.
FIRST AID:
Eyes: - If in eyes rinse cautiously with water for at least 15 minutes. Remove contact lenses if
easy to do so. Continue rinsing. Seek medical attention. '
SKin: - Immediately take off all contaminated clothing. Wash thoroughly with water for at least
15 minutes. Wash contaminated clothes before reuse. Seek immediate medical attention.

Inhalation: - Remove to fresh air and keep at rest in a position comfortable for breathing Call a

physician if you feel unwell. CONTROL "CQPY
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Special antidote: - Immediate withdrawal of Niacin is the primary treatment in acute toxicity.

Symptoms should resolve over several hours with sequelae. Aspirin or nosteroidal anti -
inflammatory drugs can be used for symptoms. For chronic toxicity treatment, niacin should be
stopped and attention given to presenting symptoms and findings.

First —aid measures (continued)

Consult a doctor if skin irritation persists.

After eye contact
() In case of contact with the eyes, rinse immediately for at least 15 minutes with plenty of water.
After ingestion
e Do not induce vomiting.
e Summon a doctor immediately.
5.0 Fire — fighting measures
Flash point: 193°C (Combustible Solid )

Extinguishing media

Water spray, carbon dioxide, dry chemical powder, and chemical foam. Do not permit water to
get inside containers.

Fire and explosion hazard:

During combustion toxic and irritating fumes

including that of carbon monoxide, nitrogen oxides and hydrogen cyanide may emit.

6.0 Accidental release measures

Minor spills

* Clean up all spills immediately following relevant Standard Operating Procedures.

* Avoid breathing dust and contact with eyes. CONTROL" COPY
» Wear protective clothing, boots impervious gloves and safety glasses - - |
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e Wipe up.
* Decontaminate all equipment.
Major Spill
* Clear area of personnel and move upwind.
* Prevent by any mean available, spillage from entering drains or water and watercourse.
- * Collect recoverable product into labeled containers for recycling, recovery or disposal.

* Spread area with lime or absorbent material, and leave for at least hour before washing.

* Clean up all tools and equipment.

A~
W/

®
7.0 Handling & Storage
Handling: -

5.1 Wear protective gloves/clothing and eye/face protection.
5.2 Wash thoroughly after handling.
5.3 Ground and secure containers when dispensing or pouring product.
5.4 Avoid contact with incompatible materials.
5.5 Launder contaminated clothing before re-use.
5.6 Use in a well ventilated place/Use protective clothing commensurate with exposure
levels.
Storage: -
e Store in a cool, well ventilated place

* Store away from incompatible materials.
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* Inform authorities in event of contamination of any public sewers, drains or water bodies.
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8.0 Exposure controls/personal protection

Local ventilation is usually preferred. Ensure that eyewash stations and showers are close to the
workstation location.

Occupational exposure to nicotinic acid may occur through inhalation and dermal contact with
this compound at workplaces where nicotinic acid is praduced or used.

Personal Protection:- Protective clothing should be selected specifically for the working place.

depending on concentration and quantity of the hazardous substances handled. The resistance of
the protective clothing to chemicals should be ascertained with the respective supplier.
Evyes: - Safety goggles/Chemical Safety glasses and Face shield.

Respirator: - Follow the OSHA respirator regulations found in 29CFR 1910.134 or European
Standard EN 149. Always use a NIOSH or European Standard EN 149 approved respirator when
necessary.

Hand protection: In full contact:

Glove material: nitrile rubber
Layer thickness: .01 Imm

Breakthrough time: > 480 Min.

In Splash contact:

Glove material: nitrile rubber

Layer thickness: 0.11 mm

Breakthrough time :> 480 Min.

The protective gloves to be used must comply with the specifications of EC directive
89/686/EEC and the resultant standard EN374, for example KCL 740 Dermatril® (full contact).
CONTROL" CQpPY

740 Dermatril® (splash contact).

|
|
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9.0 Physical and Chemical Properties
Sr. No. Parameter Typical Value

1 Appearance White crystalline solid

2 Odor Slightly amine to odorless

3 Odor Threshold Not available

4 Melting Point 237°C

5 Boiling point Sublimes

6 | Flash point 193°C |

7 Evaporation rate (n-BuAc=1) Not available

8 Explosive limits Lower exp limit:30mg/cu m

9 Vapor pressure 5.7 X 10° mm hg@25°C |

10 Vapor density (air = 1) 4.24 |

11 | Specific gravity (water = 1) 1.473 |

12 Solubility (water) 15 mg/ml; Slightly Soluble.

13 Solubility in other solvents Soluble in Ether

14 pH (in aq saturated solution) 2.7 (Acidic)

15 Log Kow (octonol/water) 036

16 Auto-ignition temperature 580°C

17 Decomposition temperature > 140°C

18 Viscosity Not available N

19 Molecular Weight 123.11

20 | pKa @20°C 4.75

21 Log Koc 1.16 (Estimated)

22 Flammable material No

23 Oxidizer No

24 Pyrophoric material No

25 Explosive material No
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Risk Phrases:

R 36 Irritating to eyes.

R 37 TIrritating to respiratory system.
R 38 Irritating to skin.

Safety Phrases:

S.26  In case of contact with eyes rinse immediately with plently of water and seek medical «..-}:
advice.

S 22 Do not breathe dust.

US FEDERAL
TSCA 1
CAS# 59-67-6 is listed on the TSCA inventory.

WGK (Water Danger/Protection)
CAS# 59-676: 1

Canada
CAS# 59-67-6 is listed on Canada’s DSL List.
CAS# 59-67';—6 is not listed on Canada’s Ingredient Disclosure List.

16.0 Other Information

Information contained in this SDS is believed to be correct but no representation; guarantee or
warranties of any kind are made as to its accuracy, suitability for a particular application or results to
be obtained from them. This SDS shall be used as a guide only. Lasons India Pvt. Ltd. makes no

warranties expressed or implied of the adequacy of this document for any particular purpose.

CONTROL"COPY
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